Wty ex — Parts Wather Solvent

LPA® 142 Solvent
Safety Data Sheet

acconding to Federal Register / Vol, 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

Other information . No supplementary information available.

Not applicable

DoT
No data available

SECTION 15 Regulatory information

LPA® 142 Solvent (64742478}

SARA Section 311/312 Hazard Classes Physical hazard - Flammable (gases, aerosols, liquids, or solids)
Health hazard - Aspiration hazard

All components of this preduct are present and listed as Active on the United States Environmental Protection Agency Toxic Substances Control Act
{TSCA) inventory

This product or mixture is not known to contain a toxic chemical or chemicals in excess of the applicable de minimis conceniration as specified in 40
CFR §372.38(=a) subject to the reporting requirements of section 313 of Title || of the Superfund Amendments and Reauthorization Act of 1986 and 40
CFR Part 372.

Petroleum Distillates, hydrotreated, light- (64742-47-8) e e .
CERCLA RQ This material does not contain any components with a CERCLA RQ.

RQ (Reportable quantity, section 304 of EPA's List of | This material does not contain any components with a section 304 EHS RQ.
Lists)

SARA Section 302 Threshold Planning Quantity No chemicals in this material are subject to the reporting requirements of SARA Title 111,
(TPQ) Section 302.
SARA Section 311/312 Hazard Classes Delayed (chronic) health hazard

Fire hazarg

CANADA
LPA® 142 Solvent (6474247-8) . - " ...
Listed on the Canadian DSL (Domestic Substances List)

EU-Regulations
No additional information available

National regulations

(64742:47.8).

Listed on INSQ {Mexican National Inventory of Chemical Substances)
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LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

California Proposition 65 - This product does not contain any substances known to the state of California to cause cancer, developmental and/or
reproductive harm

SECTION 16 Other information

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

Revision date 1 9/29/2025

Issue date . 4152025

Full text of hazard classes and H-statements T

H227 Combustible liquid

H304 May be fatal if swallowed and enters airways

H336 May cause drowsiness or dizziness

NFPA health hazard o 1-Materials that, under emergency conditions, can cause significant
irmitation.

NFPA fire hazard © 2 - Materials that must be moderately heated or exposed 1o relatively
high ambient termperatures before ignition can occur.

NFPA reactivity . 0 - Material that in themselves are normally stable, even under fire
conditions.

safety Data Sheet (SDS). USA

The information above is believed to be accurate and represents the best infarmation currently available to us. However, we make no warranty of
merchantability or any other warranty, express or implied. with respect to such information, and we assume no liability resulting from its use. Users
should make their own investigations 1o determine the suitability of the information for their particular purposes. Please be advised revisions to the
Safety Data Sheet (SDS) may require a labei update. In no event shall The Whitaker Company be liable for any claims. losses. or damages of any third
party or for lost profits or any special, indirect, incidental, consequential or exemptary damages. howsoever arising. even if The Whitaker Company has
been advised of the possibility of such damages. The vendor assumes no responsibility for injury or damages resutting from the inappropriate alteration
or manipulation of this SDS and its contents from that originally submitted by The Whitaker Company.
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JHHITAKER LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations
Issue date: 4/15/2025 Revision date: 9/29/2025 Supersedes: 4/15/2025 Version; 1.5

SECTION 1 Identification

Product form : Substance
Trade name . LPA® 142 Solvent
CAS-No, : B4742-47-8

Synonyms : distiflates (petroleum), hydrotreated light / Paraffinic Naphthenic Solvent

EC Index No. (Report) © 649-422-00-2
EC-No. . 265-149-8

Use of the substance/mixture . Solvent
Recommended use : Industrial use
Restrictions on use - None known

Corpaorate Office

The Whitaker Company
1557 Marietta Rd NW
Aflanta, Georgia 30318

TEL: 404-355-8220

Emergency number : CHEMTREC 800-424-9300

SECTION 2 Hazard Identification

GHS US classification
Flammable liquids, Category 4 H227
Aspiration hazard, Category 1 H304
Full text of H statementis : see section 16

GHS US labeling
Hazard pictograms (GHS US)

Signat word (GHS US) : Danger

Hazard statements (GHS US) : H227 - Combustible liquid
H304 - May be fatal if swallowed and enters airways

Precautionary statements (GHS US) : P210 - Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No
smoking.

P280 - Wear eye protection, face protection, protective clothing, protective gloves.
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LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

P301+P310 - If swallowed: immediately call a POISON CENTER or doctor/physician

P331 - Do NOT induce vomiting.

P370+P378 - In case of fire: Use water fog, foam, dry chemical or carbon dioxide (CO2) to
extinguish.

P403+P235 - Store in a well-ventilated place. Keep cool.

P405 - Store locked up.

P501 - Dispose of accordance with local, regional, national, and/or international regulations.

No additional information available

No additional information availabie

No additional information available

SECTION 3 Composition/information on ingredients

Name : LPA® 142 Solvent

CAS-No. . B4742-47-8
Distillates, petroleum, hydrotreated, light CAS-No.: 64742478 100 Flam. Lig. 4, H227
Asp. Tox. 1, H304

Full text of hazard classes and H-statements : see section 16

Not applicable

SECTION 4 First aid measures

First-aid measures general : Call a physician immediately.

First-aid measures after inhalation : Remove person to fresh air and keep comfortable for breathing. If breathing is irregular or

stopped, administer artificial respiration. In case of shortness of breath, give oxygen. Calta
physician immediately.

First-aid measures after skin contact 1 Wash skin with plenty of water.

First-aid measures after eye contact . Rinse eyes with water as a precaution.

First-aid measures after ingestion : Do not induce vomiting. Call a physician immediately.

Self protection of the first-aider - First aid workers will be equipped with suitable personal protective equipment.

*

Potential Adverse human health effects and : May be fatal if swallowed and enters airways.

symptoms
Symptoms/effects after inhalation : None under normal conditions.
Symptoms/effects after skin contact . None under normaj conditions.
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LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

Symptoms/effects after eye contact : None under normal conditions.
Symptoms/effects after ingestion . Risk of lung edema.

Cther medical advice or treatment . Treat symptomatically,
SECTICN 5: Fire-fighting measures

Suitable extinguishing media : Water spray. Dry powder. Foam. Carbon dioxide.
Unsuitable extinguishing media : Do not use a heavy water stream.

Fire hazard : Combustible liquid.

Explosion hazard . No direct explosion hazard.
Hazardous decomposition products in case of fire 1 Toxic fumes may be released.

Firefighting instructions : Fight fire from safe distance and protected localion. Do not enter fire area without proper

protective equipment, including respiratory protection.
Protection during firefighting : Do not attempt to take action without suitable protective equipment. Self-contained breathing
apparatus. Compiete protective clothing.

SECTION 6 Accidental release measures

General measures . Stop leak if safe to do so. Notify authorities if product enters sewers or public waters. Absorb
spillage to prevent materal-damage.

For non-emergency personnel

Protective equipment . Wear recommended personal protective equipment.
Emergency procedures : Ventilate spillage area. No open flames, no sparks, and no smoking.

For emergency responders

Protective equipment : Do not attempt to take action without suitable protective equipment. For further information refer
to section 8. "Exposure controls/personal protection™.

Ermergency procedures : Evacuate unnecessary personnel. Stop leak if safe to do so.

Environmental precautions . Avoid release to the environment.

For containment : Absorb spilled material with sand or earth. Contain any spills with dikes or absorbents to prevent
migration and entry into sewers or streams. Stop leak, if possible without risk.

Methods for cleaning up : Take up liquid spill into absorbent material. Notify authorilies if product enters sewers or public
waters.

Other information . Dispose of materials or solid residues at an authorized site.

For further information refer to section 13

9/29/2025 (Revision date) US-en 3/9




LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

SECTION 7 Handling and storage

Precautions for safe handting . Ensure good ventilation of the work station. Keep away from heat, hot surfaces, sparks, open

flames and other ignition sources. No smoking, Wear personal protective equipment.
Hygiene measures : Do not eat, drink or smoke when using this product. Always wash hands after handling the
product.
Additional hazards when processed . Not expected to present a significant hazard under anticipated conditions of normal use.

Technical measures : Keep in a cool, well-ventilated place away from heat.
Storage conditions : Store in a well-ventilaled place. Keep cool. Store locked up.
Packaging materials . Store always product in container of same material as original container.

SECTION 8 Exposure controls/personal protection

LPA® 142 Solvent (64742478)
USA - OSHA - Occupational Exposure Limits
OSHA PEL TWA 10 ppm

Appropriate engineering controls : Ensure good ventilation of the work station.
Environmental exposure controls : Avoid release to the envirohment,

Personal protective equipment:
Wear recommended personal protective equipment.

Hand protection:

Protective gloves. Chemical resistant.

Eye protection:

Wear as appropriate: Goggles. Face- Shield.

Skin and body protection:

Wear suitable protective clothing. Impervious.

Respiratory protection:

In case of insufficient ventilation, wear suitable respiratory equipment

Personal protective equipment symbol{s);
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LPA® 142 Solvent
Safety Data Sheet

according to Federal Repister / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

SECTION 9 Physical and chemical properties

Physical state
Color

Cdor

Odor threshold
pH

Melting point
Freezing point
Boiling point
Flash point
Flammability

Vapor pressure
Vapor density
Relative density
Solubitity

Partition coefficient n-cctancliwater (Log Pow)
Auto-ignition temperature
Decomposition temperature

Viscosity
Explosion limits

Particle characteristics

Specific conductivity

SECTION 10 Stability and reactivity

. Liquid

. Colorless

: Hydrocarbon-like

: No data available

. No data available

1 <-70°C, <-94°F; ASTM D 2386:;
: No dala available

: 376-412°F192-211°C

: 145 °F Average 63 °C; TAG

. Upper explosion limit: 7.0% (V)

Lower explosion limit: 0.7% (V)

: 0.32 mm Hg @ 20°C, 68°F; API Calculation
;59

: 0.803 gfcm3 @ 15.5°C, 60°F; ASTM D 287
: Negligible

: No data available

: 453°F/233°C; ASTM E 659

. No data available

: 1.35 ¢St @40°C, 104°F; ASTM D 445;

. No data avaitable

. No data available

. No data available

The product is non-reactive under normal conditions of use, storage and transport.

Stabe under normal conditions.

No dangerous reactions known under normal conditions of use.

Avoid contact with hot surfaces. Heat. No fiames, no sparks. Eliminate all sources of ignition.

No additional information available

e

Under normal conditions of storage and use, hazardous decompaosition products should not be produced.

9/29/2025 {Revision date)

US-en




LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012/ Rules and Regulations

SECTION 11 Toxicological information

Acute toxicity (oral}
Acute toxicity (dermai)
Acute toxicity {inhalation)

: No data available
. No data available
: No data available

LPA® 142 Solvent (64742-47-8)

LD50 oral rat

> 5000 mg/kg

LD5G dermal rat

2000 — 4000

LD50 dermal rabbit

2000 - 4000 mg/kg

ATE US (dermal)

2000 mg/kg body weight

Petroleum Distillates, hydrotreated, light (84742:47-

L.D50 oral rat

> 3160 mg/kg

Skin corrosion/irritation
Serious eye damageirritation

Respiratory or skin sensitization
Germ celf mutagenicity

Carcinogenicity

Reproductive toxicity
STOT-single exposure

. No data available

: No data available

1 No data available
: No data available

. No data avaitable

: No data available
: No data available

Pettoleum Distil!a!ﬂs, hydrotreated, Hight: (54742-4718) _

STOT-single exposure

May cause drowsiness or dizziness.

STOT-repeated exposure
Aspiration hazard

. No data available
: May be fatal if swallowed and enters airways.

LPA® 142 Solvent (64742-47-8) -

Viscosity

' 1.35 ¢St @40°C

Petroleum Distillates, hydrotreated, light (64742-47-8

Viscosity

[ 1.35 ¢St @40°C

Potential Adverse human health effects and

symptoms

Symptoms/effects after inhalation
Symptoms/effects after skin contact
Symptoms/effects after eye contact
Symptoms/effects after ingestion

Ecology - general

Ecology - air

SECTION 12 Ecological information

¢ May be fatal if swallowed and enters airways.

: None under normal conditions.
: None under normal conditions.
- None under normal conditions.
. Risk of lung edema.

: The product is not considered harmful to aquatic organisms or to cause long-term adverse
effects in the environment.

: None of the known components is included in the list of substances which may contribute to the
greenhouse effect (IPCC). None of the known components is included in the list of fluarinated
greenhouse gases (Regulation (EU) No 2024/573).
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LPA® 142 Solvent
Safety Data Sheet

according to Federal Register / Vol. 77, No. 58 / Monday, March 26, 2012 / Rules and Regulations

Ecology - water : Mild water pollutant (surface water).
Hazardous to the aquatic environment, shortterm : No data available

{acute)

Hazardous to the aquatic environment, long—tenn  : No data available

{chronic)

Persistence and degradability Rapidly degradable

Petroleum Distillates, hydrotreated, light (64742-47-8)

Persistence and degradability ' Rapidly degradable

Ozone . No data availabie

Fluorinated greenhouse gases : No

SECTION 13 Disposal considerations

Regional waste regulation : Disposal must be done according to official regulations.

Waste treatment methods : Dispose of contents/container in accordance with ficensed collector's sorting instructions.
Sewage disposal recommendations : Disposal must be done according to official regulations.

Product/Packaging disposal recommendations : Disposal must be done according to official regulations.

Additional information ¢ Do not re-use empty containers.

SECTION 14 Transport information

Not regulated for transport

Proper Shipping Name {DOT) : Not Regulated. Product does nol sustain combustion (49 CFR 173.120(6)(3)}.

DOT
Transport hazard class(es) (DOT) . Not applicable
Hazard labels (DOT) : Not applicable

Packing group (DOT) 1 Not applicable
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